
FINANCIAL OFFER FORM
Open call for tender for the supply of audio/visual equipment including installation, configuration and the provision of support services for Sala Europa of Villa Schifanoia and C13, D1 and D2 seminar rooms of Palazzo Buontalenti
[bookmark: _Hlk158903070][bookmark: _Hlk162024884]Ref: OP/EUI/ICTS/2024/003

The undersigned 	tax identification n. 		 born in 		on	  address 			
email address _________________________ PEC (certified) email address _____________________

· representing the following legal person:

· full official name:
· official legal form:
· full official address:
· VAT registration number:


SUBMITS THE FOLLOWING FINANCIAL OFFER:
(prices must be VAT exempt, since the EUI is exempt from payment of value added tax for services and purchases under the normal course of business for amounts exceeding €300.00 (for intra-EU purchases, pursuant Article 151 para 1 (b) and para 2 of Council Directive 2006/112/EC, as last amended by Council Directive 2009/162/UE and subsequent amendments; for purchases in Italy, pursuant to Article 72-paragraph 1-e, paragraph 2 of Presidential Decree 633 of 26/10/1972 and subsequent amendments)


[image: ]Annex II C – Financial offer form
Contract number: OP/EUI/ICTS/2024/003
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	Room: C13

	AUDIO VISUAL EQUIPMENT

	DESCRIPTION
	U.M.
	Quantity
	Unit Price
	Total Price

	








1
	

Supply of LCD laser projector, WUXGA (1920x1200) 11000 lumens, approximate maintenance-free lifespan of 20,000 hours, 24/7 operability, installable in any position including portrait mode, software geometry manager pro for Edge Blending, Color Matching, and Brightness control, geometric correction for curved screens, NFC for control app, contrast ratio of 3,000,000:1, optical shift ± 60% vertical, ± 20% horizontal, trapezoidal correction ± 45° vertical, ± 40° horizontal, inputs 3G HD-SDI, HDMI (HDCP), Digital Link (HDBaseT), DVI-D, D-Sub15 (RGB/Component), control: D-Sub9 (RS-232) + output, RJ45, 1 input + output jack for wired remote control, control input D-Sub9 (parallel), USB A (5V/2A), noise level 35 dB, power consumption 615W, dimensions (LxHxW) 650x185x440 mm, weight 22.5 kg.

[Reference model: PANASONIC PT-MZ11KLWEJ]
	








n
	








1
	€___________
	€_______________

	

2
	Supply of optics for LCD projector, motorized telephoto zoom, projection ratio 1.35-2.10:1.

[Reference model: PANASONIC ET-EMS650]
	

n
	

1
	€___________
	€_______________




	








3
	
Supply of ceiling mount for projector, patented tilt mechanism, brass screws to compensate for hole differences, possible customizations for projector mounting flanges, universal projector attachment prepared for potential customizations, micrometric adjustment knobs allowing for millimetric movements, access for hex key for precise adjustment even with heavy loads. Supplied with extensions of suitable length for installation.

[Reference model: EUROMET ARAKNO]
	








n
	








1
	€___________
	€_______________

	

4
	Supply of rigid frame projection screen. Structural frame in aluminum (width 85 mm) painted black or flocked in black velvet. 16:10 format, projection surface 3000x1875 mm, total width 3170 mm. Projection fabric in PVC coated without cadmium Reference White 1. Metal rods and elastic bands included for fabric mounting. Included kit of brackets for fully recessed wall mounting.

[Reference model: ADEO PFIXPLANO]
	

n
	

1
	€___________
	€_______________

	

5
	Supply of 20x20 12G-SDI video matrix, simultaneous support for SD, HD, and Ultra HD formats. Front panel control with 24 buttons, 2.2" display, and menu control, re-clocking, Ethernet control port, API for interfacing with control systems.

[Reference model: BLACKMAGIC Videohub 20x20 12G]
	

n
	

1
	€___________
	€_______________

	


6
	Supply of control panel for 20x20 video matrix, programmable buttons for video crosspoint management, ability to assign each source to multiple destinations. Powered via DC or Ethernet connection.

[Reference model: BLACKMAGIC Videohub Smart Control Pro]
	


n
	


1
	€___________
	€_______________

	




7
	Supply of UHD PTZ camera with 3G-SDI + HDMI + streaming, 1/2.5" MOS sensor, minimum illumination 3 lux. 24x optical zoom, video output 3G-SDI (2K), HDMI (4K), USB-C, resolution 2160/max29.97, 1080/max59.94, 720/max59.94; control via: RS422 protocol, RJ-45, IP browser.
Includes wall mounting bracket.

[Reference model: PANASONIC AW-UE50]
	




n
	




3
	€___________
	€_______________




	



8
	Supply of digital recorder, captures 12G-SDI, HDMI, USB 3.0, 2 x XLR, 2 x RCA stereo signals, video output 1 x HDMI, maximum resolution 1920x1200, recording formats AVI, MOV, MP4, MPEG-TS, recording on local SD card (not included), via USB 3.0 port on external media, via FTP, SFTP, SCP, RSYNC, CIFS, AWS, or WebDav Server network.

[Reference model: EPIPHAN PEARL NANO]
	



n
	



1
	€___________
	€_______________

	



9
	Supply of presentation gateway for wireless content sharing from computer, 100/1000 Mbps, auto-switching, autonegotiating, autodiscovery, full/half duplex, TCP/IP, UDP/IP, DHCP, SSL, TLS5, SSH, SFTP (SSH File Transfer Protocol), IEEE 802.1x, Active Directory authentication, HTTPS web browser setup, and XiO Cloud service, 802.3af compliant.

[Reference model: CRESTRON AM-3200]
	



n
	



1
	€___________
	€_______________

	


10
	86" monitor, AG glass treatment, matte finish, 3840 x 2160 (8.3 megapixel 4K UHD), Static contrast 1400:1, viewing angle: 178°H/178°V, Brightness 500 cd/m². Inputs: HDMI x 3, DisplayPort x 1, DVI x 1. Outputs: DisplayPort x 1. Integrated software: Android 11 OS, iiSignage, FailOver, EShare.
Complete with suitable bracket for installation type.

[Reference model: iiYama LH8654UHS-B1AG]
	


n
	


2
	€___________
	€_______________

	


11
	98" monitor, AG glass treatment, matte finish, 3840 x 2160 (8.3 megapixel 4K UHD), Static contrast 1200:1, viewing angle: 178°H/178°V, Brightness 500 cd/m². Inputs: HDMI x 3, DisplayPort x 1, DVI x 1. Outputs: DisplayPort x 1. Integrated software: Android 11 OS, iiSignage, FailOver, EShare.
Complete with suitable bracket for installation type.

[Reference model: iiYama LH9875UHS-B1AG]
	


n
	


1
	€___________
	€_______________

	


12
	65" interactive touch monitor, Anti-glare treatment, matte glossy surface, 3840 x 2160 (8.3 megapixel 4K UHD), Static contrast 4000:1, Viewing angle: 178°H/178°V, Brightness 435 cd/m², PureTouch-IR⁺ technology, Touch modes: pen, finger, glove (Passive pen, opaque objects). Inputs: HDMI x 4, DisplayPort x 1, USB-C x 2. Outputs: HDMI x 1, USB-C x 1. Integrated software: iiWare 11 (Android 13 OS), Notes, web browser, file manager, cloud drives, WPS office, wireless connection with Windows/iOS/Android devices.
Complete with suitable bracket for installation.

[Reference model: iiYama TE7514MIS-B1AG]
	


n
	


1
	€___________
	€_______________

	


13
	Supply of dual Rack 19" monitors, SDI inputs, supported formats SD, HD, and 6G-SDI. Height 3 rack units.

[Reference model: BLACKMAGIC SmartScope Duo 4K]
	


n
	


1
	€___________
	€_______________

	


14
	Supply of bidirectional SDI/HDMI 12G converter, 1 SDI input, 1 HDMI 2.0 output, 1 HDMI 2.0 input, 1 SDI output. USB-C socket for updates, configuration, and power supply. Supported formats: SD, HD, 2K, Ultra HD, and 4K.

[Reference model: BLACKMAGIC Micro Converter BiDirectional SDI/HDMI 12G]
	


n
	


12
	€___________
	€_______________



	





15
	Supply of SDI audio de-embedder, 2 SDI inputs, 1 SDI output, 4 analog audio outputs, support for SD, HD, and Ultra HD.

[Reference model: BLACKMAGIC Mini Converter SDI to Audio 4K]
	





n
	





2
	€___________
	€_______________

	


16
	Supply of digital wireless microphone kit consisting of an SLXD2 transmitter with SM58 capsule and SLXD4 receiver, band J53 (562 – 606 MHz).

[Reference model: SHURE model SLXD24E/SM58-J53]
	


n
	


2
	€___________
	€_______________

	

17
	Supply of a digital wireless microphone kit consisting of one SLXD1 transmitter, one SLXD4 receiver, and one WL185 cardioid lavalier microphone, frequency band J53 (562 – 606 MHz).

[Reference Model: Shure SLXD14E/85-J53]
	

n
	

2
	€___________
	€_______________

	

18
	Active antenna distributor for 5 receivers, supported carrier frequencies 470-952 MHz, typical impedance 50Ω, RF gain from -1 to 1 dB, power supply: 14-18 Vdc replicated on 5 outputs (max current 2.5A), antenna output voltage 15 Vdc.

[Reference model: SHURE model UA844]
	

n
	

1
	€___________
	€_______________

	



19
	Supply of half-wave antenna (frequency range 554-638 MHz).

[Reference model: SHURE UA8-554-638]
	



n
	



2
	€___________
	€_______________

	

20
	Supply of 18" Gooseneck Microphone for professional installations with red LED ring and mute button complete with integrated Table Base. Capsule: Condenser (Electret); Polar Pattern: Cardioid; Response: 70-16000 Hz; Sensitivity: -33 dBV/Pa* at 1kHz *1 Pa=94 dB SPL; Impedance: 180 Ohms; Max SPL: 120 dB; Noise: 27 dBA; S/N: 67 dB (IEC 651) at 94 dB SPL; Power Supply: Phantom 11-52V 5mA; Integrated preamplifier. XLR3M connector output from preamplifier.

[Reference model: SHURE CVG18DRS-B/C]
	

n
	

2
	€___________
	€_______________



	




21
	Supply of audio matrix processor with capacity up to 128x128 audio channels over network (AES67), 8 balanced mic-line analog input channels with 48-volt Phantom power, 8 balanced analog output channels, 8 individually assignable FLEX analog channels that can be configured as either inputs or outputs. Certified for Microsoft Teams, Zoom, and Google Meet. USB port (Type B) capable of supporting up to 16x16 digital audio channels. 16 configurable AEC on individual inputs. 2 Gigabit Ethernet ports. RS-232 port. 1U rack size.

[Reference model: Q-SYS CORE 110f]
	




n
	




1
	€___________
	€_______________

	

22
	Supply of 4-channel Class D power audio amplifier, 4x750W, 4 Ohm, 4x XLR, 1x RJ45, 2x SpeakOn 4-pole. Dimensions (W x H x D): 145x90x418 mm.

[Reference model: KGEAR GA43L]
	

n
	

2
	€___________
	€_______________

	




23
	Supply of line array acoustic speaker, 16x2” drivers, frequency response 135 Hz - 20 kHz (-6dB), power 200W RMS, coverage 7°V 90°H, selectable impedance 8-32 Ohms. Dimensions (W x H x D): 60 x 1204 x 66 mm.

[Reference model: KGEAR GF162 I]
	




n
	




2
	€___________
	€_______________

	


24
	Supply of line array acoustic speaker, 4x2” drivers, frequency response 160 Hz - 20 kHz (-6dB), power 100W RMS, coverage 25°V 90°H, selectable impedance 8-32 Ohms. Dimensions (W x H x D): 60 x 340 x 66 mm.

[Reference model: KGEAR GF42 I]
	


n
	


2
	€___________
	€_______________

	

25
	Supply of subwoofer speaker, 10" woofer with ferrite magnet, 10" passive radiator, frequency response 40Hz - 205Hz (-6dB), power 400W, impedance 4 Ohms. Dimensions (W x H x D): 560x282x150 mm.

[Reference model: KGEAR GU210]
	

n
	

2
	€___________
	€_______________

	
26
	Supply of table interconnection module, consisting of 2 universal power sockets, 1 XLR-F, 2 HDMI, 1 USB, 1 RJ45.

[Reference model: BACHMANN DESK2 Power Strip Steel with 2x P40 and 3x CM complete with 2x 918.041, 1x 940.083, 1x 917.120, 1x 917.024, 2x 917.000, 1x 375.075]
	

n
	

2
	€___________
	€_______________

	27
	Supply of USB 2.0 line extender over Cat cable 50 meters.

[Reference model: LINDY 42680]
	

n
	

2
	€___________
	€_______________

	28
	Supply of Intel® Core™ i7-13700K 13th Generation PC (30 MB cache, 16 cores, 24 threads, 3.40 GHz up to 5.40 GHz Turbo, 125 W), Windows 11 Pro, Integrated Intel graphics, 32 GB DDR5 memory (2 x 16 GB, 4400 MT/s), 1 TB NVMe™ PCIe M.2 Class 40 SSD.
Connections:
Combo audio/microphone jack (3.5 mm)
2 USB 3.2 Type-A Gen 1 (5 Gb/s)
USB 3.2 Type-C Gen2 (10 Gb/s) data only
USB 3.2 Type-C Gen 2x2 (20 Gb/s) data only
SD 4.0 card reader
Audio output (3.5 mm jack)
2 DP 1.4+ + HBR2
2 USB 3.2 Type-C Gen2 (10 Gb/s) with power delivery
2 USB 3.2 Type-A Gen2 (10 Gb/s)
2 USB 2.0 Type-A
LAN RJ45 i219 (1G)

[Reference model: DELL Precision 3660 Tower Workstation]
	n
	1
	€___________
	€_______________

	29
	Supply of a 24" FullHD tabletop monitor with HDMI connection.
	

n
	

1
	€___________
	€_______________

	30
	Supply of a PC capture device, with SDI input with loop output, HDMI in/out, analog audio in/out, USB 3.1 port, Thunderbolt 3.0 port. SDI transmission: 270 Mb, 1.5G, 3G, 6G, 12G.

[Reference model: BLACKMAGIC UltraStudio 4K Mini]
	

n
	

1
	€___________
	€_______________

	31
	Supply of a 24-port PoE layer 3 switch, specifically designed to handle AVB signals. Front and rear installation, 1U rackmount, 24 RJ-45 1 Gbps POE+ ports, 300W PoE power budget, 1 Gbps SFP uplink ports, and 2 RJ-45 console ports, one of which is Out-of-Band. Includes one USB-C port.

[Reference model: Netgear GSM4230P-100EUS]
	

n
	

1
	€___________
	€_______________

	

32
	Supply of a 19" rack, 40 units, with a depth of 60cm (total footprint), for containing and wiring equipment, appropriately sized and configured according to installation needs, complete with all necessary accessories for proper installation.

Before ordering materials, the winning company must provide a detailed rack drawing including the layout of equipment and accessories planned for rack completion. This drawing will be submitted for approval to both the design team and the ICT department of the EUI.
	
fixed price
	
	€___________
	€_______________

	
33
	Supply of Cat.6 cables, HDMI cables, audio cables, HD-SDI cables, and coaxial antenna cables, connectors, and any other necessary items for the proper wiring of all equipment.
	
fixed price
	
	€___________
	€_______________

	34
	Supply of accessories to complete the installation and wiring in compliance with industry standards, including everything necessary for the perfect functioning of the systems subject to the tender.
	
fixed price
	
	€___________
	€_______________

	35
	Labor for the installation of the multimedia audio/video system in compliance with industry standards, including commissioning and calibration.
	
fixed price
	
	€___________
	€_______________

	36
	Central control programming, development of graphical interfaces, and commissioning of the control system. KNX programming.
Please refer to the tender document for Sala Europa for the specific requirements to be met.
	
fixed price
	
	€___________
	€_______________




	CONTROL SYSTEMS EQUIPMENT

	DESCRIPTION
	U.M.
	Quantity
	Unit Price
	Total Price

	


1
	Supply of KNX IP interface for managing up to 250 KNX/EIB objects.

[Reference model: CRESTRON CI-KNX]
	


n
	


1
	€___________
	€_______________

	


2
	Supply of DALI KNX interface, 32 DALI groups, 64 channels.

[Reference model: EELECTRON EEL IC00P02DAL]
	


n
	


1
	€___________
	€_______________

	3
	Supply of KNX power supply 640 mA redundant.

[Reference model: MDT STR-0640.01]
	


n
	


1
	€___________
	€_______________

	4
	Supply of IP-KNX interface.

[Reference model: Weinzierl WEI KNX IP 752]
	


n
	


1
	€___________
	€_______________

	5
	Supply of KNX input interface with 4 inputs for connecting clean contact buttons.

[Reference model: MDT BE-04001.02]
	


n
	


2
	€___________
	€_______________

	6
	Supply of tabletop touch screen widescreen 10.1" active-matrix color display, 1920x1200 WUXGA resolution, capacitive touch screen display.

[Reference model: CRESTRON TS-1070-B-S]
	


n
	


1
	€___________
	€_______________

	7
	Supply of Series 4 processor, 2 GB SDRAM, 8 GB flash memory, Embedded 4‑Series multicore CPU processor, IPv6 ready, support for SD and SDHC cards up to 32 GB, support for external USB memory up to 1 TB. Dual network port: (1) LAN, (2) Control Subnet.

[Reference model: CRESTRON CP4N]
	


n
	


1
	€___________
	€_______________

	

	COST OF AUDIO/VIDEO

	A
	Supply
	€	

	PA
	Installation
	€	

	COST OF CONTROL SYSTEMS

	C
	Supply
	€	

	PC
	Programming
	€	

	TOTAL COST OF C13
	€	



	Room: D1

	AUDIO VISUAL EQUIPMENT

	DESCRIPTION
	U.M.
	Quantity
	Unit Price
	Total Price

	








1
	
Supply of a 10x10 12G-SDI video matrix, with simultaneous support for SD, HD, and Ultra HD formats. Front control panel with 24 buttons, 2.2" display, menu control, re-clocking, Ethernet control port, and API for interfacing with control systems.

[Reference model: BLACKMAGIC Videohub 10x10 12G]
	








n
	








1
	€___________
	€_______________

	

2
	PTZ 12X Full-HD USB, IP camera. Tracking modes: Presenter, Zone Mode, Hybrid Mode. 12X optical zoom. HFOV: from 76.5° (Wide) to 6.8° (Tele). Pan: ±170°, Tilt: ±90°. 2D/3D Noise Reduction. Compression: H.264, MJPEG. Outputs: USB, IP. Supports RTSP, RTMP protocols. Supports VISCA Over IP protocols. Includes remote control, power adapter. Dimensions: 158.8 x 200.0 x 162.2 mm. Wall mounting bracket included in the supply.

[Reference model: AVER DL30]
	

n
	

2
	€___________
	€_______________

	3
	75" Monitor, AG Glass Treatment, Matte Finish, 3840 x 2160 (8.3 megapixels 4K UHD), Static Contrast Ratio 1200:1, Viewing Angle: 178°H/178°V, Brightness 500 cd/m². Inputs: HDMI x 3, DisplayPort x 1, DVI x 1. Outputs: DisplayPort x 1. Integrated Software: Android 11 OS, iiSignage, FailOver, EShare. Comes with a suitable bracket for installation type.

[Reference Model: iiYama LH7554UHS-B1AG]
	n
	2
	€___________
	€_______________

	4
	Interactive Touch Monitor 75”, Anti-reflective Treatment, Glossy Matte Surface, 3840 x 2160 (8.3 megapixels 4K UHD), Static Contrast Ratio 5000:1, Viewing Angle: 178°H/178°V, Brightness 435 cd/m², PureTouch-IR⁺ Technology, Touch Modes: Pen, Finger, Glove (Passive Pen, opaque objects). Inputs: HDMI x 4, DisplayPort x 1, USB-C x 2. Outputs: HDMI x 1, USB-C x 1. Integrated Software: iiWare 11 (Android 13 OS), Notes, web browser, file manager, cloud drives, WPS office, wireless connection with Windows/iOS/Android devices. Comes with a suitable bracket for installation type.

[Reference Model: iiYama TE7514MIS-B1AG]
	n
	2
	€___________
	€_______________

	5
	Supply of a presentation gateway for wireless content sharing from computers, 100/1000 Mbps, auto-switching, autonegotiating, autodiscovery, full/half duplex, TCP/IP, UDP/IP, DHCP, SSL, TLS5, SSH, SFTP (SSH File Transfer Protocol), IEEE 802.1x, Active Directory authentication, HTTPS web browser setup, and XiO Cloud service, 802.3af compliant.

[Reference Model: CRESTRON AM-3200]
	n
	1
	€___________
	€_______________

	6
	Supply of a double 19" Rack-mounted monitor, SDI inputs, supported formats SD, HD, and 6G-SDI. Height 3 rack units.

[Reference Model: BLACKMAGIC SmartScope Duo 4K]
	n
	1
	€___________
	€_______________

	7
	Supply of a bidirectional SDI/HDMI 12G converter, with 1 SDI input, 1 HDMI 2.0 output, 1 HDMI 2.0 input, and 1 SDI output. USB-C port for updates, configuration, and power. Supported formats: SD, HD, 2K, Ultra HD, and 4K.

[Reference Model: BLACKMAGIC Micro Converter BiDirectional SDI/HDMI 12G]
	n
	6
	€___________
	€_______________

	8
	Supply of an SDI audio de-embedder, with 2 SDI inputs, 1 SDI output, 4 analog audio outputs, supporting SD, HD, and Ultra HD.

[Reference Model: BLACKMAGIC Mini Converter SDI to Audio 4K]
	n
	1
	€___________
	€_______________

	9
	Supply of a digital wireless microphone kit consisting of an SLXD2 transmitter with an SM58 capsule and an SLXD4 receiver, band J53 (562 – 606 MHz).

[Reference Model: SHURE model SLXD24E/SM58-J53]
	n
	2
	€___________
	€_______________

	10
	Supply of a digital wireless microphone kit consisting of an SLXD1 transmitter, an SLXD4 receiver, and a WL185 cardioid lavalier microphone, band J53 (562 – 606 MHz).

[Reference Model: Shure model SLXD14E/85-J53]
	n
	2
	€___________
	€_______________

	11
	Supply of an active antenna distributor for 5 receivers, supported carrier frequencies 470-952 MHz, typical impedance 50Ω, RF gain from -1 to 1 dB, power supply: 14-18 Vdc replicated on 5 outputs (max current 2.5A), antenna output voltage 15 Vdc.

[Reference Model: SHURE model UA844]
	n
	1
	€___________
	€_______________

	12
	Supply of a half-wave antenna (frequency range 554-638 MHz).

[Reference Model: SHURE UA8-554-638]
	n
	2
	€___________
	€_______________

	13
	Supply of an 18" Gooseneck Microphone for professional installations with a red LED ring and mute button, complete with integrated Table Base. Capsule: Condenser (Electret); Polar Pattern: Cardioid; Frequency Response: 70-16000 Hz; Sensitivity: -33 dBV/Pa* at 1kHz *1 Pa=94 dB SPL; Impedance: 180 Ohms; Max SPL: 120 dB; Noise: 27 dBA; S/N: 67 dB (IEC 651) at 94 dB SPL; Power: Phantom 11-52V 5mA; Integrated Preamplifier. XLR3M connector output from the preamplifier.

[Reference Model: SHURE CVG18DRS-B/C]
	n
	2
	€___________
	€_______________

	14
	Supply of an audio matrix processor with a capacity of up to 128x128 audio channels over a network (AES67), 8 balanced mic-line analog input channels with 48-volt Phantom power, 8 balanced analog output channels, 8 individually assignable balanced analog FLEX channels that can be used as both inputs and outputs. Certified for Microsoft Teams, Zoom, and Google Meet. USB port (Type B) capable of supporting up to 16x16 digital audio channels. 16 configurable AEC (Acoustic Echo Cancellation) on individual inputs. 2 Gigabit Ethernet ports. RS-232 port. 1U rack size.

[Reference Model: Q-SYS CORE 110f]
	
	n
	1
	€___________
	€_______________

	15
	Supply of a 4-channel power audio amplifier in Class D, 4x750W, 4 Ohms, 4x XLR, 1x RJ45, 2x SpeakOn 4-pole. Dimensions (W x H x D): 145x90x418 mm.

[Reference Model: KGEAR GA43L]
	n
	1
	€___________
	€_______________

	16
	Supply of a line array acoustic speaker, with 16x2" drivers, frequency response 135 Hz - 20 kHz (-6dB), power 200W RMS, coverage 7°V 90°H, selectable impedance 8-32 Ohms, Dimensions (W x H x D): 60 x 1204 x 66 mm.

[Reference Model: KGEAR GF162 I]



	n
	2
	€___________
	€_______________

	17
	
Supply of a subwoofer speaker, with a 10" woofer with ferrite magnet, 10" passive radiator, frequency response 40Hz - 205Hz (-6dB), power 400W, impedance 4 Ohms, Dimensions (W x H x D): 560x282x150 mm.

[Reference Model: KGEAR GU210]
	n
	1
	€___________
	€_______________

	18
	Supply of an interconnection module for tables, consisting of 2 universal power sockets, 1 XLR-F, 2 HDMI, 1 USB, 1 RJ45.

[Reference Model: BACHMANN DESK2 Power Strip Steel with 2x P40 and 3x CM complete with 2x 918.041, 1x 940.083, 1x 917.120, 1x 917.024, 2x 917.000, 1x 375.075]
	n
	1
	€___________
	€_______________

	19
	Supply of a USB 2.0 line extender over 50 meters Cat cable. 1 port.

[Reference Model: LINDY 42680]
	n
	2
	€___________
	€_______________

	20
	Supply of a USB 3.0 line extender over optical cable.

[Reference Model: LINDY 42707R]
	n
	2
	€___________
	€_______________

	21
	Supply of a 13th generation Intel® Core™ i7-13700K PC (30 MB cache, 16 cores, 24 threads, from 3.40 GHz to 5.40 GHz Turbo, 125 W), Windows 11 Pro, Integrated Intel Graphics, 32 GB DDR5 RAM, 2x16 GB, 4,400 MT/s, 1 TB NVMe™ PCIe M.2 Class 40 SSD.

Connections:
Audio/microphone combo jack (3.5 mm)
2 USB 3.2 Type-A Gen 1 (5 Gb/s)
USB 3.2 Type-C Gen2 (10 Gb/s) data only
USB 3.2 Type-C Gen 2x2 (20 Gb/s) data only
SD 4.0 card reader
Audio output (3.5 mm jack)
2 DP 1.4+ + HBR2
2 USB 3.2 Type-C Gen2 (10 Gb/s) with power delivery
2 USB 3.2 Type-A Gen2 (10 Gb/s)
2 USB 2.0 Type-A
LAN RJ45 i219 (1G)

[Reference Model: DELL Precision 3660 Tower Workstation]
	n
	1
	€___________
	€_______________

	22
	Supply of a 24" Full HD desktop monitor with HDMI connection
	n
	1
	€___________
	€_______________

	23
	Supply of a PC capture device, with SDI input with loop output, HDMI in/out, analog audio in/out, USB 3.1 port, Thunderbolt 3.0 port. SDI transmission: 270 Mb, 1.5G, 3G, 6G, 12G.

[Reference Model: BLACKMAGIC UltraStudio 4K Mini]
	n
	1
	€___________
	€_______________

	24
	Supply of a 24-port PoE Layer 3 switch, specifically designed to handle AVB signals. Front and rear installation, 1U rackmount, 24 RJ-45 1 Gbps POE+ ports, 300W. 1 Gbps SFP uplink ports and 2 RJ-45 console ports, one of which is Out-of-Band. One USB-C port.

[Reference Model: Netgear GSM4230P-100EUS]
	n
	1
	€___________
	€_______________

	25
	Rack accessories (this room shares the rack with room C13)
	fixed price
	
	€___________
	€_______________

	26
	Supply of accessories to complete the installation and wiring to industry standards, including everything necessary for the perfect functioning of the systems subject to the tender.
	fixed price
	
	€___________
	€_______________

	27
	Labor for the installation of the multimedia audio/video system according to industry standards, including commissioning and calibration.
	fixed price
	
	€___________
	€_______________

	28
	Central control programming, development of graphical interfaces, and commissioning of the control system. KNX programming. See tender document D1 report for specifications to be met.
	fixed price
	
	€___________
	€_______________

	CONTROL SYSTEMS EQUIPMENT

	DESCRIPTION
	U.M.
	Quantity
	Unit Price
	Total Price

	


1
	Supply of a KNX input interface with 4 inputs for connecting clean contact buttons.

[Reference Model: MDT BE-04001.02]
	


n
	


2
	€___________
	€_______________

	


2
	Supply of tabletop widescreen touch screen with a 7" active-matrix color display, 1920x1200 WUXGA resolution, capacitive touch screen display.

[Reference Model: CRESTRON TS-770-B-S]
	


n
	


1
	€___________
	€_______________

	

	COST OF AUDIO/VIDEO

	A
	Supply
	€	

	PA
	Installation
	€	

	COST OF CONTROL SYSTEMS

	C
	Supply
	€	

	PC
	Programming
	€	

	TOTAL COST OF D1
	€	











































































	Room: D2

	AUDIO VISUAL EQUIPMENT

	DESCRIPTION
	U.M.
	Quantity
	Unit Price
	Total Price

	1
	
Supply of a 10x10 12G-SDI video matrix, with simultaneous support for SD, HD, and Ultra HD formats. Front control panel with 24 buttons, 2.2" display, menu control, re-clocking, Ethernet control port, and API for interfacing with control systems.

[Reference Model: BLACKMAGIC Videohub 10x10 12G]
	n
	
1
	€___________
	€_______________

	

2
	PTZ 12X Full-HD USB, IP camera. Tracking modes: Presenter, Zone Mode, Hybrid Mode. 12X optical zoom. HFOV: from 76.5° (Wide) to 6.8° (Tele). Pan: ±170°, Tilt: ±90°. 2D/3D Noise Reduction. Compression: H.264, MJPEG. Outputs: USB, IP. Supports RTSP, RTMP protocols. Supports VISCA Over IP protocols. Includes remote control, power adapter. Dimensions: 158.8 x 200.0 x 162.2 mm. Wall mounting bracket included in the supply.

[Reference Model: AVER DL30]
	n
	2
	€___________
	€_______________

	3
	Interactive touch monitor 75”, Anti-reflective treatment, matte glossy surface, 3840 x 2160 (8.3 megapixels 4K UHD), Static contrast ratio 5000:1, Viewing angle: 178°H/178°V, Brightness 435 cd/m², PureTouch-IR⁺ technology, Touch modes: Pen, Finger, Glove (Passive Pen, opaque objects). Inputs: HDMI x 4, DisplayPort x 1, USB-C x 2. Outputs: HDMI x 1, USB-C x1. Integrated software: iiWare 11 (Android 13 OS), Notes, web browser, file manager, cloud drives, WPS office, wireless connection with Windows/iOS/Android devices. Comes with a suitable bracket for installation type.

[Reference Model: iiYama TE7514MIS-B1AG]
	n
	2
	€___________
	€_______________

	4
	75” Monitor, AG Glass Treatment, matte finish, 3840 x 2160 (8.3 megapixels 4K UHD), Static contrast ratio 1200:1, Viewing angle: 178°H/178°V, Brightness 500 cd/m². Inputs: HDMI x 3, DisplayPort x 1, DVI x 1. Outputs: DisplayPort x 1. Integrated software: Android 11 OS, iiSignage, FailOver, EShare. Comes with a suitable bracket for installation type.

[Reference Model: iiYama LH7554UHS-B1AG]
	n
	2
	€___________
	€_______________

	5
	Supply of double 19" rack-mounted monitors, SDI inputs, supported formats SD, HD, and 6G-SDI. Height 3 rack units.

[Reference Model: BLACKMAGIC SmartScope Duo 4K]
	n
	1
	€___________
	€_______________

	6
	Supply of bidirectional 12G SDI/HDMI converter, with 1 SDI input, 1 HDMI 2.0 output, 1 HDMI 2.0 input, 1 SDI output. USB-C port for updates, configuration, and power. Supported formats: SD, HD, 2K, Ultra HD, and 4K.
[Reference Model: BLACKMAGIC Micro Converter BiDirectional SDI/HDMI 12G]
	n
	6
	€___________
	€_______________

	7
	Soundbar with 12 low-noise MEMS omnidirectional microphones, frequency response at 94dB SPL: 100Hz-7kHz, THD 0.25%, 2 x 20 W 4" speakers with aluminum cones, USB interface, 3.5 mm stereo jack aux output, 3.5 mm stereo jack input, RJ45 for network connection. Certified for Microsoft Teams. Plug and play compatibility for Zoom, Google MeetTM, GoTo Meeting, Cisco Webex®, BlueJeans, Lifesize®, RingCentral MeetingsTM, and others. Easy integration with third-party solutions such as cameras, displays, external speakers, and headset microphones.

[Reference Model: NUREVA HDL310-B]
	n
	1
	€___________
	€_______________

	8
	Supply of a table interconnection module, consisting of 2 universal power sockets, 1 XLR-F, 2 HDMI, 1 USB, 1 RJ45.

[Reference Model: BACHMANN DESK2 Power Strip Steel with 2x P40 and 3x CM complete with 2x 918.041, 1x 940.083, 1x 917.120, 1x 917.024, 2x 917.000, 1x 375.075]
	n
	1
	€___________
	€_______________

	9
	Supply of a USB 2.0 line extender over 50 meters Cat cable. 1 port.

[Reference Model: LINDY 42680]
	n
	2
	€___________
	€_______________

	10
	Supply of a USB 3.0 line extender over optical cable.

[Reference Model: LINDY 43345]
	n
	2
	€___________
	€_______________

	11
	Supply of a 13th generation Intel® Core™ i7-13700K PC (30 MB cache, 16 cores, 24 threads, 3.40 GHz base frequency up to 5.40 GHz Turbo, 125 W), Windows 11 Pro, Integrated Intel graphics, 32 GB DDR5 memory (2 x 16 GB, 4,400 MT/s), 1 TB NVMe™ PCIe M.2 Class 40 SSD.

Connections:
- Combo audio/microphone jack (3.5 mm)
- 2 USB 3.2 Type-A Gen 1 ports (5 Gb/s)
- USB 3.2 Type-C Gen2 port (10 Gb/s) data only
- USB 3.2 Type-C Gen 2x2 port (20 Gb/s) data only
- SD 4.0 card reader
- Audio output (3.5 mm jack)
- 2 DP 1.4+ + HBR2 ports
- 2 USB 3.2 Type-C Gen2 ports (10 Gb/s) with power delivery
- 2 USB 3.2 Type-A Gen2 ports (10 Gb/s)
- 2 USB 2.0 Type-A ports
- LAN RJ45 i219 (1G)

[Reference Model: DELL Precision 3660 Tower Workstation]
	n
	1
	€___________
	€_______________

	12
	Supply of a 24" Full HD desktop monitor with HDMI connection.
	n
	1
	€___________
	€_______________

	13
	Supply of a 24-port Layer 3 PoE switch, specifically designed to handle AVB signals. Front and rear installation, 1U rack-mountable, 24 RJ-45 1 Gbps PoE+ ports, 300W. Includes 1 Gbps SFP uplink ports and 2 RJ-45 console ports, one of which is Out-of-Band. Includes one USB-C port.

[Reference Model: Netgear GSM4230P-100EUS]
	n
	1
	€___________
	€_______________

	14
	Supply of a 19" rack, 24 units, with a depth of 60cm (total footprint), designed for containment and cabling of equipment, appropriately sized and configured according to installation requirements. Complete with all necessary accessories for proper installation.
	fixed price
	
	€___________
	€_______________

	15
	Supply of cables, connectors, and any other necessary items for the proper cabling of all equipment.
	fixed price
	
	€___________
	€_______________

	16
	Supply of accessories to complete the installation and cabling in compliance with best practices, including everything necessary for the perfect functioning of the systems under consideration.
	fixed price
	
	€___________
	€_______________

	17
	Labor for the installation of the multimedia audio/video system in compliance with best practices, including commissioning and calibration.
	fixed price
	
	€___________
	€_______________



	COST OF AUDIO/VIDEO

	A
	Supply
	€	

	PA
	Installation
	€	

	TOTAL COST OF D2
	€	


















































































































































	Room: Sala Europa

	AUDIO VISUAL EQUIPMENT

	DESCRIPTION
	U.M.
	Quantity
	Unit Price
	Total Price

	1
	Supply of an Indoor LED wall with overall dimensions of 3600x2022 mm (6x6 cabinets). Features include a pixel pitch of 0.9375 mm, brightness of 1200 nits, A10s Pro Receiving Cards, refresh rate of 7860 Hz, COB (Chip on Board) flip-chip technology, with each single cabinet measuring 600 x 337 x 39 mm (WxHxD). Pixel density is 640x360 px/cabinet, with a viewing angle of 160°H x 160°V. It utilizes Novastar processing, with a maximum power consumption of 350 W/m² and an average consumption of 120 W/m². Additionally, it comes with 2 spare cabinets, wall mounting system, and accessories. The processor features 3 × HDMI2.0 Loop inputs, 1 × 12G SDI Loop, 1 × DP1.2, and 20 × EtherCON outputs, 4×10G OPT.

[Reference Model: LANG LEDgend 0.9]
	n
	1
	€___________
	€_______________

	2
	Supply of a video production system with multicamera support and automated camera control capabilities, featuring 8 HD-SDI or IP/NDI inputs, 1 HD-SDI output, 1 HDMI output, and 1 HD-SDI connection configurable as a second output or additional input. It also includes 2 balanced mono line inputs, 1 balanced stereo line input, and 1 AES/EBU input. Equipped with a joystick for camera management and APIs for integration with control systems. Additionally, it comes with a 5-year cloud license for remote control.

[Reference Model: MULTICAM SDIX8 PREMIUM BOX]
	n
	1
	€___________
	€_______________

	3
	Supply of a 40x40 12G-SDI video matrix, with simultaneous support for SD, HD, and Ultra HD formats. It features a front control panel with 24 buttons and a 5" display for menu control, re-clocking functionality, Ethernet control port, and APIs for integration with control systems.

[Reference Model: BLACKMAGIC Videohub 40x40 12G]
	



n
	



1
	€___________
	€_______________

	4
	Supply of a control panel for a 40x40 video matrix, featuring programmable buttons for video crosspoint management and the ability to assign each source to multiple destinations. It can be powered via DC or Ethernet connection.

[Reference Model: BLACKMAGIC Videohub Smart Control Pro]
	n
	1
	€___________
	€_______________

	5
	Supply of UHD PTZ camera with 12G-SDI + HDMI + streaming capabilities, featuring a 1/2.5" MOS sensor, minimum illumination of 3 lux (F1.8, 42dB). It includes a 24x optical zoom, with video output options including 12G-SDI, 3G-SDI, IP (NDI), and HDMI 2.0. Supported resolutions include 2160/59.94, 50, 29.97, 25; 1080/59.94, 50, 29.97, 25; 720/59.94, 50, 29.97, 25. Control methods include RS422 protocol, RJ-45, and IP browser. Optional software for auto tracking (AW-SF100/AW-SF200) to be included in the supply. Also includes wall mounting bracket.

[Reference Model: PANASONIC AW-UE100]
	n
	4
	€___________
	€_______________

	6
	Supply of an HD audio-video recorder with 6G-SDI capabilities, supporting recording and playback up to Ultra HD 30fps. It features SDI rates of 270Mb, 1.5G, 3G, 6G, and a 2.2" LCD display. Control options include RS-422 and Ethernet.

[Reference Model: BLACKMAGIC HyperDeck Studio HD Plus]
	n
	4
	€___________
	€_______________



	7
	Supply of a digital recorder, capable of capturing video signals via 12G-SDI, HDMI, USB 3.0, 2 x XLR, and 2 x RCA stereo inputs. It features a video output via 1 x HDMI port, with a maximum resolution of 1920x1200. Supported recording formats include AVI, MOV, MP4, and MPEG-TS. Recording can be done locally on an SD card (not included), via USB 3.0 to external storage, or through network protocols such as FTP, SFTP, SCP, RSYNC, CIFS, AWS, or WebDav Server. The supply includes an Addon 4K license.

[Reference Model: EPIPHAN PEARL NANO]
	n
	1
	€___________
	€_______________

	8
	Supply of an SDI audio embedder, featuring 2 SDI inputs, 1 SDI output, and 4 analog audio inputs. It supports SD, HD, and Ultra HD formats.

[Reference Model: BLACKMAGIC Mini Converter Audio to SDI 4K]
	


n
	


4
	€___________
	€_______________

	9
	Supply of an SDI audio de-embedder with 2 SDI inputs, 1 SDI output, and 4 analog audio outputs, supporting SD, HD, and Ultra HD formats.

[Reference Model: BLACKMAGIC Mini Converter SDI to Audio 4K]
	

n
	

2
	€___________
	€_______________

	10
	Supply of a presentation gateway for wireless content sharing from computers, with 100/1000 Mbps support, auto-switching, autonegotiating, autodiscovery, full/half duplex, TCP/IP, UDP/IP, DHCP, SSL, TLS5, SSH, SFTP (SSH File Transfer Protocol), IEEE 802.1x, Active Directory authentication, HTTPS web browser setup, and XiO Cloud service. It complies with 802.3af standards.

[Reference Model: CRESTRON AM-3200]
	





n
	





1
	€___________
	€_______________

	11
	Interactive touch monitor 75”, Anti-glare treatment, matte glossy surface, 3840 x 2160 (8.3 megapixel 4K UHD) resolution, Static contrast ratio 5000:1, Viewing angle: 178°H/178°V, Brightness 435 cd/m², PureTouch-IR⁺ technology, Touch modes: pen, finger, glove (Passive pen, opaque objects). Inputs: HDMI x 4, DisplayPort x 1, USB-C x 2. Outputs: HDMI x 1 USB-C x1. Integrated software: iiWare 11 (Android 13 OS), Notes, web browser, file manager, cloud drives, WPS office, wireless connection with Windows/iOS/Android devices.
Complete with suitable bracket for installation.

[Reference Model: iiYama TE7514MIS-B1AG]
	n
	2
	€___________
	€_______________

	12
	Interactive touch monitor 65”, Anti-glare treatment, matte glossy surface, 3840 x 2160 (8.3 megapixel 4K UHD) resolution, Static contrast ratio 4000:1, Viewing angle: 178°H/178°V, Brightness 435 cd/m², PureTouch-IR⁺ technology, Touch modes: pen, finger, glove (Passive pen, opaque objects). Inputs: HDMI x 4, DisplayPort x 1, USB-C x 2. Outputs: HDMI x 1 USB-C x1. Integrated software: iiWare 11 (Android 13 OS), Notes, web browser, file manager, cloud drives, WPS office, wireless connection with Windows/iOS/Android devices.
Complete with suitable bracket for installation.

[Reference Model: iiYama TE7514MIS-B1AG]
	n
	4
	€___________
	€_______________

	13
	Supply of dual 19" rack mount monitors, SDI inputs, supporting SD, HD, and 6G-SDI formats. 3 rack units high.

[Reference Model: BLACKMAGIC SmartScope Duo 4K]
	n
	2
	€___________
	€_______________




	14
	Supply of bidirectional SDI/HDMI 12G converter, with 1 SDI input, 1 HDMI 2.0 output, 1 HDMI 2.0 input, and 1 SDI output. USB-C port for update, configuration, and power. Supported formats: SD, HD, 2K, Ultra HD, and 4K.

[Reference Model: BLACKMAGIC Micro Converter BiDirectional SDI/HDMI 12G]
	




n
	




13
	€___________
	€_______________

	15
	Supply of a digital wireless microphone kit consisting of one SLXD1 transmitter, one SLXD4 receiver, and one cardioid lavalier microphone WL185. Band J53 (562 – 606 MHz).

[Reference Model: Shure SLXD14E/85-J53]
	

n
	

2
	€___________
	€_______________

	16
	Supply of a digital wireless microphone kit consisting of one SLXD2 transmitter with SM58 capsule and one SLXD4 receiver. Band J53 (562 – 606 MHz).

[Reference Model: SHURE SLXD24E/SM58-J53]
	



n
	



2
	€___________
	€_______________

	17
	Active antenna distributor for 5 receivers, supported carrier frequencies 470-952 MHz, typical impedance 50Ω, RF gain from -1 to 1 dB, power supply: 14-18 Vdc replicated on 5 outputs (max current 2.5A), antenna output voltage 15 Vdc.

[Reference Model: SHURE UA844]
	

n
	

1
	€___________
	€_______________

	18
	Supply of 1/2 wavelength antenna (frequency range 554-638 MHz).

[Reference Model: SHURE UA8-554-638]
	


n
	


2
	€___________
	€_______________

	19
	Supply of a digital wireless conference base unit usable in president, delegate, dual delegate, interpreter, ambient microphone, listener, and remote speaker modes. It features a 4.3" capacitive touchscreen for voting, information display, and agenda. Dual channel selector with dual independent headphone outputs. NFC card reader, Mini-USB port for charging. Easily removable integrated battery.

[Reference Model: SHURE MXCW640]
	n
	16
	€___________
	€_______________




	20
	Gooseneck dualflex microphone with illuminated ring, cardioid pickup pattern, double anti-shock rubber suspension, multipin connector, frequency response 50Hz-20Khz, max SPL 110dB, built-in RF filter, black color, length 50cm, weight 105gr.

[Reference Model: SHURE MXC420DF/C]
	



n
	



16
	€___________
	€_______________

	21
	Supply of access point and transceiver for wireless conference bases. Supports up to 125 bases, automatic frequency coordination, automatic interference detection. Integrated Dante protocol for routing 10 channels I/O. AES-128 data encryption. Analog inputs and outputs on XLR connector. Powered via PoE. Controllable via integrated LCD screen or web interface. Complete with wall/ceiling mount bracket and paintable cover.

[Reference Model: SHURE MXCWAPT-W]
	
n
	
1
	€___________
	€_______________

	22
	Supply of a network charging station for housing 10 batteries for a conference base. Complete battery recharge in approximately four hours. Installable on the wall, on a surface, or in a rack. Charging status monitoring via network or through front LEDs.

[Reference Model: SHURE MXCWNCS-E]
	n
	2
	€___________
	€_______________

	23
	Supply of variable polar pattern ceiling microphone array. Up to 8 configurable pointing directions with precise spatial capture points. Pickup lobes with selectable aperture between 35° - 45° - 55°. Frequency response: 180-17000 Hz. Sampling Rate: 48KHz - 24bit. Maximum SPL: 93.25 dB SPL. S/N: 83 dBA. Intrinsic latency: 0.65ms. Self Noise: 11 dBA. Dynamic Range: 82.25dB. Programmable status indicator light with customizable colors. 8 Dante output channels plus integrated automixer output channel. Ethernet port for Dante connectivity and TCP/IP control. Integrated web server for microphone configuration and control. Standard panel dimensions for modular ceiling grid: 603.8x603.8 mm. Weight 4.26 Kg.

[Reference Model: SHURE MXA920]
	n
	2
	€___________
	€_______________

	24
	Supply of an audio matrix processor capable of handling up to 128x128 audio channels over the network (AES67). It features 8 balanced mic-line analog input channels with 48-volt Phantom power, 8 balanced analog output channels, and 8 individually assignable FLEX balanced analog channels that can function as both inputs and outputs. Certified for Microsoft Teams, Zoom, and Google Meet. It includes a USB port (Type B) supporting up to 16x16 digital audio channels and 16 configurable AECs on individual inputs. Additionally, it has 2 Gigabit Ethernet ports and an RS-232 port. Rack-mountable with a 1U form factor. A license for 32x32 Dante channels is included in the supply.

[Reference Model: Q-SYS CORE 110f]
	n
	1
	€___________
	€_______________

	25
	Supply of an audio I/O expansion unit for digital audio matrix with 2 mic/line inputs featuring 48-volt Phantom Power and 2 line outputs. It supports connectivity of up to 4 devices in cascade. Power can be provided via Ethernet POE or +24 VDC. The unit has dimensions of 1/4W rack unit measuring 216 x 108 x 40.4 mm.

[Reference Model: QSC QIO-ML2x2]
	n
	2
	€___________
	€_______________

	26
	Supply of a 4-channel Class D power audio amplifier, delivering 4x750W at 4 Ohms. It features 4 XLR inputs, 1 RJ45 port, and 2 SpeakOn 4-pole connectors. The dimensions are (W x H x D): 145 x 90 x 418 mm.

[Reference Model: KGEAR GA43L]
	n
	2
	€___________
	€_______________

	27
	Supply of a line-array acoustic speaker with 16x2” drivers, frequency response of 135 Hz to 20 kHz (-6dB), RMS power of 200W, coverage angle of 7°V 90°H, selectable impedance of 8-32 Ohms. Dimensions are (W x H x D): 60 x 1204 x 66 mm.

[Reference Model: KGEAR GF162 I]
	n
	4
	€___________
	€_______________

	28
	Supply of a subwoofer speaker with a 10" woofer with ferrite magnet, passive 10" radiator, frequency response of 40Hz to 205Hz (-6dB), power of 400W, impedance of 4 Ohms. Dimensions are (W x H x D): 560x282x150 mm.

[Reference Model: KGEAR GU210]
	n
	2
	€___________
	€_______________

	29
	Supply of a table interconnection module, consisting of 2 universal power sockets, 1 XLR-F, 2 HDMI, 1 USB, 1 RJ45.

[Reference Model: BACHMANN DESK2 Power Strip Steel with 2x P40 and 3x CM complete with n.2 918.041, n.1 940.083, n.1 917.120, n.1 917.024, n.2 917.000, n.1 375.075]
	n
	2
	€___________
	€_______________

	30
	Supply of a table interconnection module, consisting of 2 universal power sockets, 1 USB charger.

[Reference Model: BACHMANN DESK2 902.929]
	n
	10
	€___________
	€_______________

	31
	Supply of a USB 2.0 line extender over Cat cable, 50 meters, 4 ports.

[Reference Model: LINDY 42681]
	n
	3
	€___________
	€_______________

	32
	Supply of a USB 2.0 line extender over Cat cable, 50 meters, 1 port.

[Reference Model: LINDY 42680]
	n
	4
	€___________
	€_______________

	33
	Supply of a 13th generation Intel® Core™ i7-13700K PC (30 MB cache, 16 cores, 24 threads, 3.40 GHz base frequency up to 5.40 GHz Turbo, 125 W), Windows 11 Pro, Integrated Intel graphics, 32 GB DDR5 memory (2 x 16 GB, 4,400 MT/s), 1 TB NVMe™ PCIe M.2 Class 40 SSD.

Connections:
- Combo audio/microphone jack (3.5 mm)
- 2 USB 3.2 Type-A Gen 1 ports (5 Gb/s)
- USB 3.2 Type-C Gen2 port (10 Gb/s) data only
- USB 3.2 Type-C Gen 2x2 port (20 Gb/s) data only
- SD 4.0 card reader
- Audio output (3.5 mm jack)
- 2 DP 1.4+ + HBR2 ports
- 2 USB 3.2 Type-C Gen2 ports (10 Gb/s) with power delivery
- 2 USB 3.2 Type-A Gen2 ports (10 Gb/s)
- 2 USB 2.0 Type-A ports
- LAN RJ45 i219 (1G)

[Reference Model: DELL Precision 3660 Tower Workstation]
	n
	1
	€___________
	€_______________

	34
	Supply of a 24" FullHD desktop monitor with HDMI connection.
	n
	1
	€___________
	€_______________

	35
	Supply of a PC capture device, SDI input with loop output, HDMI in/out, analog audio in/out, USB 3.1 port, Thunderbolt 3.0 port. SDI transmission: 270 Mb, 1.5G, 3G, 6G, 12G.

[Reference model: BLACKMAGIC UltraStudio 4K Mini]
	n
	1
	€___________
	€_______________

	36
	Supply of a 48-port PoE layer 3 switch, specifically designed to manage AVB signals. Front and rear installation, 1U rackmount, 40 ports RJ-45 1 Gbps POE+, 480W, 8 SFP Uplink ports at 1 Gbps, and 2 RJ-45 console ports, including one Out-of-Band, 1 USB-C port.

[Reference model: Netgear GSM4248P-100EUS]
	n
	1
	€___________
	€_______________

	37
	Supply of a 19" rack, 40 units, with a depth of 60cm (total dimensions), designed for containing and organizing equipment, appropriately sized and configured according to installation requirements, complete with all necessary accessories for proper installation.

Before ordering the materials, the winning company must provide a detailed rack drawing including the layout of equipment and accessories intended for the rack. This drawing will be subject to approval by both the design team and the ICT department of EUI.
	fixed price
	
	€___________
	€_______________

	38
	Supply of a custom 19" mobile control rack, suitable for containing and organizing equipment for control and monitoring in the control room, appropriately sized and configured according to installation requirements, complete with all necessary accessories for proper installation.
	fixed price
	
	€___________
	€_______________

	39
	Supply of Cat.6 cables, HDMI cables, audio cables, HD-SDI cables, coaxial antenna cables, connectors, and any other necessary items for the proper wiring of all equipment.
	fixed price
	
	€___________
	€_______________

	40
	Supply of accessories to complete the installation and wiring in accordance with best practices, including everything necessary for the proper functioning of the systems subject to the tender.
	fixed price
	
	€___________
	€_______________

	41
	Labor for the installation of the multimedia audio/video system according to best practices, including commissioning and calibration.
	fixed price
	
	€___________
	€_______________

	42
	Central control programming, creation of graphical interfaces, and commissioning of the control system. KNX programming.
Refer to the "Sala Europa Tender Report" for the specifications to be met.
	fixed price
	
	€___________
	€_______________

	CONTROL SYSTEMS EQUIPMENT

	DESCRIPTION
	U.M.
	Quantity
	Unit Price
	Total Price

	1
	Supply of KNX IP interface for the management of up to 250 KNX/EIB objects.

[Reference Model: CRESTRON CI-KNX]
	


n
	


1
	€___________
	€_______________

	2
	Supply of DALI KNX interface, 32 DALI groups, 64 channels.
[Reference Model: EELECTRON EEL IC00P02DAL]
	n
	1
	€___________
	€_______________

	3
	Supply of KNX power supply unit, 640 mA redundant.

[Reference Model: MDT STR-0640.01]
	
	n
	1
	€___________
	€_______________

	4
	Supply of IP-KNX interface.
[Reference Model: Weinzierl WEI KNX IP 752]
	n
	1
	€___________
	€_______________

	5
	Supply of KNX input interface with 4 inputs for connecting clean contact buttons.
[Reference Model: MDT BE-04001.02]
	n
	2
	€___________
	€_______________

	6
	Supply of 10.1" wall-mount capacitive touch screen, active-matrix color display, resolution 1920x1200, HTML5 support, custom-programmable icons, H.265/H.264 video streaming, Rava SIP intercom. PoE+ powered.

[Reference Model: CRESTRON TSW-1070-B-S]
	n
	1
	€___________
	€_______________



	7
	Supply of 10.9" tablet with iOS operating system and Wi-Fi connection. Complete with App for interfacing with the control system.

[Reference Model: APPLE IPAD]
	


n
	


1
	€___________
	€_______________

	8
	Supply of Series 4 processor, 2 GB SDRAM, 8 GB flash memory, Embedded 4-Series multicore CPU processor, IPv6 ready, support for SD and SDHC cards up to 32 GB, support for external USB memory up to 1 TB. Dual network ports: (1) LAN, (2) Control Subnet.

[Reference Model: CRESTRON CP4N]
	n
	1
	€___________
	€_______________

	

	COST OF AUDIO/VIDEO

	A
	Supply
	€	

	PA
	Installation
	€	

	COST OF CONTROL SYSTEMS

	C
	Supply
	€	

	PC
	Programming
	€	

	TOTAL COST OF SALA EUROPA
	€	




	
P1 = TOTAL COST OF THE SUPPLY (C13+D1+D2+SALA EUROPA)
	
€	



	
P2 = SUPPORT SERVICES HOURLY COSTS
	
€	




The tenderer is required to duly fill the table above by including the price offered for each financial aspect to be evaluated.
Please take note that the points available for the economic offer (60 points) will be assigned on the basis of the total and all-inclusive cost of the supply by applying the following weightings and formulas:

· P1 = W1, Cost of equipment (supply): 		Max 55 points
· P2 = W2, Cost of the support service: 		Max 5 points 

The scores P1 and P2 will therefore be calculated on the basis of the above weighting factors by means of the following formula:
	           Best price offered
Pi = Wi x        --------------------
           Price offered


Pi = points assigned to the i-esima tender, Wi weighting factor.
The final score P for each tenderer shall be determined by summing the Pi scores according to the formula:
P = P1 + P2
The price considered for evaluation will be the total price of the tender, covering all the requirements set out in these tender specifications.
The other tenders shall be given scores (rounded to two decimal places, if necessary) proportional to the ratio between the best price offered and that offered by each tenderer.


Date: __/__/2024

Signature of the economic operator’s legal representative:

___________________________________________
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